ANNISTON ARMY DEPOT

PART II

4.  Pollution Prevention Devices

1.  Army and Alabama Department of Environmental Management regulations require that subject equipment works properly, is periodically tested, be monitored every 30 days and serviced on a regular schedule.

2.  Periodic inspections of pollution prevention devices are required as indicated below.  This may be a visual inspection of alarm devices or a visual observation of secondary containment structures for single wall above ground tanks.  A log sheet shall be annotated at the time of inspection indicating results of inspection, person making inspection, and date.  The inspector shall annotate the person contacted in the event of irregularities.

3.  Army Regulation requires testing every three (3) years of cathodic protection.

4.  Drain valves on secondary containment structures for above ground storage tanks shall be maintained in the closed position and locked.  Accummulated stormwater in diked storage areas must be retained by valves of manual open-and-closed design.  Accumulated stormwater must be drained.  It may be drained to the wastewater treatment plant or a facility’s oil/water separator.  If the drainage flows into a watercourse (e.g., stream, brook, or ditch) and not into a treatment system, the stormwater may be drained by a responsible person (shop supervison, lead man, or designee) as long as there is no film, sheen, or discoloration of the water surface.  Do not drain petroleum products onto the ground.  The valve must be resealed following drainage.  Records of water drainage must be maintained.  Contact the Environmental Control and Engineering Division and Environmental Support Team (6624) if product is located inside the secondary containment structure.

5.  The following is a list of equipment requiring inspection and testing.  Report any tanks which you feel may have been inadvertently omitted from this list to Environmental Control and Engineering Division and Environmental Support Team.

ADEM Regulated Underground Storage Tanks

No.
Type
Bldg.
Responsible
Frequency
Action Required
Capacity



45
Diesel
422
DPE-PMD
Every
Leak Inspect
10,000





3-years
Cathodic Protection



46
Gasoline
422
"
Every
Leak Inspect
10,000





3-years
Cathodic Protection



47
Gasoline
6
"
Monthly
Leak Inspect
20,000 



48
Gasoline
6
"
"
"
20,000



49
Gasoline
6
"
"
“
20,000



50
Diesel
6
"
"
"
10,000 



54
Gasoline
78
"
"
"
10,000



53
Diesel
78
"
"
"
10,000




Rec. Diesel
504
DLA
"
“
10,000 


Storage Tanks

	Bldg.
	Type
	Use
	Daily Operation
	Capacity
	Inspection
	Above/Under

	1
	Diesel
	Heating
	DPW-HB
	560
	Monthly
	A

	2
	Diesel
	Heating
	DPW-HB
	1,000
	Monthly
	A

	4
	Used Oil
	Recovery
	DPW-ME
	1,000
	Monthly
	A

	4
	Lube Oil 
	Recovery
	DPW-ME
	500
	Monthly
	A

	4
	Hydraulic Oil
	Recovery
	DPW-ME
	500
	Monthly
	A

	6
	Diesel
	Bulk
	DPW-EM
	500,000
	Monthly
	A

	7
	Diesel
	Heating
	DPW-HB
	8000
	N/A
	A

	19
	Diesel
	Heating
	DPW-HB
	20000
	N/A
	A

	21
	Sulfuric Acid
	Battery
	MF-PE
	3000
	Monthly
	A

	21
	Sulfuric Acid
	Battery
	MF-PE
	3000
	Monthly
	A

	21
	Diesel
	Heating
	DPW-HB
	1,500
	Monthly
	A

	21
	Used Oil
	Recovery
	Contractor (GSA)
	750
	Monthly
	A

	22
	Diesel
	Heating
	DPW-HB
	1,500
	Monthly
	A

	22
	Kerosene
	
	
	500
	Monthly
	A

	27
	Diesel
	Heating
	DPW-HB
	6,000
	Monthly
	A

	47
	Diesel
	Heating
	DPW-HB
	1,000
	Monthly
	A

	52
	Diesel
	Heating
	DPW-HB
	1000
	N/A
	A

	55
	Used Oil
	Recovery
	DPW-ME
	1,000
	Monthly
	A

	87
	Diesel
	Heating
	DPW-HB
	1000
	N/A
	A

	88
	Diesel
	Heating
	DPW-HB
	1,500
	Monthly
	A

	100
	Diesel
	Heating
	DPW-HB
	560
	Monthly
	A

	108
	Methanol
	Production
	
	1000
	Monthly
	A

	118
	Diesel
	Heating
	DPW-HB
	4,000
	Monthly
	A

	207
	Diesel
	Heating
	DPW-HB
	3,000
	N/A
	A

	362
	Diesel
	Heating
	DPW-HB
	20,000
	Monthly
	A

	379
	Diesel
	Heating
	DPW-HB
	1,000
	Monthly
	A

	380
	Diesel
	Heating
	DPW-HB
	1,500
	Monthly
	A

	393
	Diesel
	Process
	DAO-SD
	4,000
	Monthly
	A

	398
	Diesel
	Process
	DPW-HB
	15000
	Monthly
	A

	400
	Used Oil
	Recovery
	DP-MI 
	6,000
	Monthly
	A

	401
	Diesel
	Heating
	DPW-HB
	11,000
	Monthly
	A

	410
	Diesel
	
	DP-S
	5,000
	Monthly
	A

	410
	New Oil
	Vehicle
	DP-S
	10,000
	Monthly
	A

	410
	Diesel
	
	DP-S
	10,000
	Monthly
	A

	414
	Diesel
	Heating
	DPW-HB
	6,000
	Monthly
	A

	418
	Diesel
	Heating
	DPW-HB
	3,000
	N/A
	A

	434
	Diesel
	Heating
	DPW-HB
	6000
	N/A
	A

	499
	Diesel
	Heating
	DPW-HB
	3,000
	Monthly
	A

	501
	Used Oil
	Recovered Oil
	DLA
	10,000
	Monthly
	A

	501
	Diesel
	Heating
	DPW-HB
	10,000
	Monthly
	A

	502
	Diesel
	Heating
	DPW-HB
	560
	Monthly
	A

	503
	Diesel
	Heating
	DPW-HB
	3,000
	Monthly
	A

	523
	Diesel
	Generator
	
	500
	N/A
	A

	527
	Used Oil
	Recovered Diesel/Oil
	DMPO-PR
	10,000
	Monthly
	A

	527
	Used Oil
	Recovered Diesel/Oil
	DMPO-PR
	10,000
	Monthly
	A

	600
	Diesel
	Heating
	DPW-HB
	3,000
	N/A
	A

	647
	Diesel
	Heating
	DPW-HB
	8,000
	N/A
	A

	654
	Diesel
	Heating
	DPW-HB
	550
	N/A
	A

	669
	Diesel
	Heating
	DPW-HB
	3,000
	N/A
	A

	680
	Diesel
	Heating
	DPW-HB
	6000
	N/A
	A

	694
	Diesel
	Heating
	DPW-HB
	6,000
	N/A
	A

	381A
	Diesel
	Heating
	DPW-HB
	20000
	N/A
	A

	54A
	Diesel
	Heating
	DPW-HB
	750
	Monthly
	A

	58A
	Diesel
	Heating
	DPW-HB
	3,000
	N/A
	A

	S49
	Diesel
	Heating
	DPW-HB
	550
	Monthly
	A

	65
	Diesel
	Heating
	DPW-HB
	1,000
	N/A
	A


6.  Environmental Support Team, DMPO, will perform the required inspections and will receive guidance from the Environmental Control and Engineering  Division regarding service of the electronic leak detection system and the cathodic protection.
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